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Urban Maintenance Payments 

Eligibility Requirements for Maintenance Payments: 

– Urban street acceptance criteria established in Code Section 33.1-41.1 

– CTB approves mileage additions/ deletions 

Payment - General 

– Payments based on moving lane miles (available to peak-hour traffic) 

– CTB approves payment amounts to localities 

– Localities annual growth rate is based upon the base rate of growth for VDOT’s maintenance 
program 

– Payments to localities made quarterly 

Payment Categories/ FY19 Rates – Functional Classifications 

1. Principal and Minor Arterial Roads: $21,689 per lane mile 

2. Collector Roads and Local Streets:  $12,734 per lane mile 

Overall FY19 Urban Maintenance Budget ≈ $386M 

 



RIMS/UMIS Georeferencing Project 

A project was initiated in 2008, referred to as the Urban Conversion 
Project (UCP).  

 

The project was intended to replace a manual Urban Maintenance 
Inventory System (UMIS) and allow the urban street data to be 
georeferenced. Combining the VDOT Urban Maintenance Inventory 
System (UMIS) into a geospatial layer with a centerline dataset on 
the Roadway Network System. 

 

We are now reaching the final stages of this effort. The remaining 
effort is focused on hammering out a few bugs and placing the final 
segments. 



UMIS Legacy System 

The Current UMIS system is a collection of street segments 

which can be exported to a pdf for each locality. 

 



RIMS System 



Public UMIS Map 



Public UMIS Map 



Moving Forward 

The hardest part of this project has been building the 

centerlines. 

 

Centerlines benefit VDOT as a whole. They help VDOT place 

crash data, structure locations, etc. 

 

Localities will be able to see what streets are in the system, as 

well as what streets are excluded. 




